
สวสัดีคะ่ พ่ีน้องผู้ รักสายพานทกุทา่น วนันี ้   AV  มีตวัอยา่งการตอบอีเมลล์ ท่ีมีสมาชิกผู้ รักสายพานทา่นหนึง่สง่มาถงึ 

สายพานไทย สอบถามเก่ียวกบั การหาเกรดสายพานท่ีเหมาะสมเพ่ือนําไปลําเลียงหินปนูยอ่ย ซึง่ทางสายพานไทยเองก็

ไมไ่ด้น่ิงนอนใจ รีบตอบกลบัไปหาในทนัที โดยงานนีก้รรมการผู้จดัการบริษัทตอบกลบัด้วยตวัเองเลยคะ่  

เพราะสายพานไทย เรามุง่มัน่และไมย่อ่ท้อท่ีจะดําเนินตามเจตนารมณ์ท่ีได้ตัง้ไว้ วา่เราจะเป็นบริษัทท่ีให้บริการระบบ

สายพานลําเลียงแบบครบวงจร และเป็นผู้พฒันาเวบ็ไซต์ท่ีให้ความรู้เร่ืองระบบสายพานลําเลียงแหง่แรกและแหง่เดียวใน

เมืองไทย โม้มาเยอะแล้ว แตเ่ป็นการโม้ของคนท่ีมีฝันและอยากทําฝันให้เป็นจริงนะคะ่ เรามาดตูวัอยา่งจดหมายท่ี  AV 

กลา่วถงึกนัดีกว่านะคะ่ 
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IMPACT & CUT RESISTANT PURPOSE

~.,

RIP GUARD BELT
Bridgestone's RIP GUARD BELT has excellent impact

penetration and longitudinal rip or tear resistance. The RIP

GUARD BELT is ideally suited for heavy duty conveying of

hard or sharp edged materials with large lump sizes.
The RIP GUARD BELT incorporates steel cord breakers

embedded into the top cover rubber.The breaker is made

up of flexible, high elongation steel cords arranged

transversely.

Top cover rubber

Steel cord braker

Fabric carcass

Bottom cover

Cover rubber

RIP GUARD BELTS are supplied with FX-S, impact and
cut resistant cover. Detailed information on FX-S is shown

on previous page. In addition to FX-S, heat resistant
rubber (A-110) and oil resistant rubber are available.
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